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An alarm that, when placed in a swimming pool or spa, will sound upon detection of accidental or unauthorized entrance into

the water. The alarm shall meet and be independently certified to the ASTM Standard F2208 “Standard Safety Specification for
Residential Pool Alarms,” which includes surface motion, pressure, sonar, laser, and infrared type alarms. A swimming

protection alarm feature designed for individual use, including an alarm attached to a child that sounds when the child exceeds
a certain distance or becomes submerged in water, is not a qualifying drowning prevention safety feature.

GFCi Receptacle - 680.22(A)
Where a permanently installed pool is installed, no

fewer than one 125-volt, 15- or 20-ampere
receptacle on a general-purpose branch circuit
shall be located not less than 1.83 m (6 ft) from,
and not more than 6.0 m (20 ft) from, the inside
wall of the pool. This receptacle shall be located
not more than 2.0 m (6 ft 6 in.) above the floor,

platform, or grade level serving the pool.
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NO EXCAVATION OR
STRUCTURAL PORTION OF
THE POOL TO BE IN P.U.E.
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FENCE = WOOD
Residential pools shall be surrounded by an enclosure or a portion of a building

wall not less than 60 inches nor greater than 72 inches in height. Openings, gaps,
or voids, if any, shall not allow passage of a sphere equal to or greater than 4
inches in diameter with a maximum vertical clearance from the ground to the

bottom of the enclosure of 2 inches. The outside surface shall be fee of
protrusions, indentations or cutouts which render the enclosure easily climbable. A
temporary fence shall be installed during excavation. Any access gate shall open

away from the pool area and be equipped with a self-latching device.
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100' of 1.5" Polythethlene Gas line.
Buried 18" underground or 12" Under

Concrete. Will include #14 AWG Tracer
Line. Pipe Sized per CPC Chapter 12
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An alarm that, when placed in a swimming pool or spa, will sound upon detection of accidental or unauthorized entrance into
the water. The alarm shall meet and be independently certified to the ASTM Standard F2208 “Standard Safety Specification for

Residential Pool Alarms,” which includes surface motion, pressure, sonar, laser, and infrared type alarms. A swimming
protection alarm feature designed for individual use, including an alarm attached to a child that sounds when the child exceeds

a certain distance or becomes submerged in water, is not a qualifying drowning prevention safety feature.

GFCi Receptacle
Where a permanently instal

fewer than one 125-volt, 15- or 20-ampere
receptacle on a general-purpose branch circuit
shall be located not less than 1.83 m (6 ft) from,
and not more than 6.0 m (20 ft) from, the inside
wall of the pool. This receptacle shall be located
not more than 2.0 m (6 ft 6 in.) above the floor,

platform, or grade level serving the pool.

POOL EQUIPMENT PAD ALL
ELECTRICAL UNDERGROUND 40 AMP

ELECTRICAL GFCI 2022 C.E.C ARTICLE
680

8'

8' RESTRICTED USE EASMENT

5'

100' OF 40A 240V
100' OF 40A 240V

100' OF 40A 240V

100' OF 40A 240V 100' OF 40A 240V

10
0'

 O
F 

1.
5"

 P
OL

Y 
GA

S 
LI

NE
10

0'
 O

F 
1.

5"
 P

OL
Y 

GA
S 

LI
NE

100' OF 1.5" POLY GAS LINE 100' OF 1.5" POLY GAS LINE

-3.5'

-6'3'

3'

NO EXCAVATION OR
STRUCTURAL PORTION OF
THE POOL TO BE IN P.U.E.

Drain

DrainDrain

Drain

Residential pools shall
wall not less than 60 in

or voids, if any, shall 
inches in diameter wi

bottom of the enc
protrusions, indentation
temporary fence shall 

away from the p

D

100' of 1.5" Polythethlene Gas line.
Buried 18" underground or 12" Under

Concrete. Will include #14 AWG Tracer
Line. Pipe Sized per CPC Chapter 12

D

B

B B

B

-9" -18"
A

5'

9'
 2

"

20' 8"

8' 9"

CONNECT TO
EXISTING
DRAINAGE

8'

32'

16
'

24'

8'

8'

Cleaner

UNDE

GAS METER

Part 1       2022 California Administrative Code (CAC)
Part 2       2022 California Building Code (CBC)
Part 2.5   2022 California Residential Code (CRC)
Part 3       2022 California Electrical Code (CEC)
Part 4       2022 California Mechanical Code (CMC)
Part 5       2022 California Plumbing Code (CPC)
Part 6       2022 California Energy Code (CEEC)
Part 7        (Currently Vacant)
Part 8       2022 California Historical Building Code (CHBC)
Part 9       2022 California Fire Code (CFC)
Part 10    2022 California Existing Building Code (CEBC)
Part 11    2022 California Green Building Standards Code (CALGreen)
Part 12    2022 California Reference Standards Code

Current Codes being referenced

EXCAV: PLUMB: REB: GUN:EXCAV: PLUMB: REB: GUN:

POOL SPECIFICATIONS

A Auto Fill Location

D Doors with approved Door alarm per UL2017 & ARTICLE 2.5
THE SWIMMING POOL SAFTEY ACT 115922 (4)

3' Exponential Grid, 2022 CEC W/Bonding
Clamps #3 Rebar, 12" On Center Article 680B

A Auto Fill Location

Cleaner

D Doors with approved Door alarm per UL2017 & ARTICLE 2.5
THE SWIMMING POOL SAFTEY ACT 115922 (4)

3' Exponential Grid, 2022 CEC W/Bonding
Clamps #3 Rebar, 12" On Center Article 680B 3' Exponential Grid, 2022 CEC W/Bonding
Clamps #3 Rebar, 12" On Center Article 680B

Owner:
Address: 3105 VELVET GROVE CT
City: FOLSOM
Phone: State: CA

Zip: 95630

Owner:
Address: 3105 VELVET GROVE CT
City: FOLSOM
Phone: State: CA

Zip: 95630
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anunez
Call Out
REMOVE AND REPLACE     CITY PROTECTED         STREET TREE




